1.00 POINT WIRING

1.01  Point wiring for Light / Bell with 2-1.5 sq.mm & earthwire of 1.5 sq.mm (Green) both are
of ISI marked 1.1 KV grade FRLS PVC insulated multistrand copper wires, in following type of
pipe to be erected concealed in/ on surface on wall/ceiling complete with 6A Modular type
switch / bell push & accessories and earth continuity of following type, erected on PVC /
Metallic box, single mounting base frame covered with textured/metallic front plate modules
erected on/ in wall / ceiling as per pipe erected, with necessary Lamp holder/ceiling rose /

H.D.Connector as directed. With medium class Rigid PVC pipe and accessories Cat-lll
Switch socket and accessories shall be erected perfectly in line,level and plumb.
Work shall be carried out on best workmanship like manner.
Unit of measurement shall be per no. and shall be socket to not for electrical work.

1.02 For Secondary light Point wiring with 2-1.5 sq.mm & earthwire of 1.5 sq.mm (Green)
both are of ISI marked 1.1 KV grade FRLS PVC insulated multistrand copper wires, in following
type of pipe to be erected concealed in/ on surface on wall/ceiling complete with 6 A Modular
type switch / bell push & accessories and earth continuity of following type, erected on PVC /
Metallic box, single mounting base frame covered with textured/metallic front plate modules
erected on/ in wall / ceiling as per pipe erected, with necessary Lamp holder/ceiling rose /
H.D.Connector as directed. With medium class Rigid PVC pipe and accessories for secondary

light point Cat.lll

Maximum 6 mtr. length, excess will be conducted per meter.
Switch socket and accessories shall be erected perfectly in line,level and plumb.
Work shall be carried out on best workmanship like manner.

Unit of measurement shall be per no. and shall be socket to not for electrical work.



1.03 Point wiring for FAN with 2-1.5 sq.mm & earthwire of 1.5 sq.mm (Green) both are of .I1SI
marked 1.1 KV Grade FRLS PVC insulated multistrand copper wires, in following type of pipe
to be erected concealed in / flushed on wall/ceiling complete with 6A Modular type switch and

hum free EME four or more step type electronic fan

regulator with separately mounted and accessories with earth continuity of following type
erected on PVC / Metallic box, single mounting base frame covered with textured/metallic front
plate modules erected on / in wall / ceiling as per pipe erected. with necessary ceiling rose /

H.D.Connector as directed. With medium class Rigid PVC pipe and accessories Cat. lll
Switch socket and accessories shall be erected perfectly in line,level and plumb.
Work shall be carried out on best workmanship like manner.
Unit of measurement shall be per no. and shall be socket to not for electrical work.

1.04  Point wiring for Looped Plug with 6A Modular type switch & 5 pin socket erected on PVC
/ Metallic box, single mounting base frame covered with textured / metallic front plate modules

erected on /in wall / ceiling with following type accessories.cat-ll|
Switch socket and accessories shall be erected perfectly in ling,level and plumb.
Work shall be carried out on best workmanship like manner.
Unit of measurement shall be per no. and shall be socket to not for electrical work.

1.05 Point wiring for two way controlled light point with 2-1.5 sq.mm & earthwire of 1.5 sq.mm
(green) both are of ISI marked 1.1 KV grade FRLS PVC insulated multistrand copper wires, in
following type of pipe to be erected concealed in / flushed on wall / ceiling , complete with 6A
modular type switches and following type of accessories erected on PVC / metalic box, single
mounting base frame covered with textured / metalic front plate modules erected on / in wall /
ceiling as per pipe erected. with necessary batten / angle holder or ceiling rose or

H.D.Connector as directed.
(a) With medium class rigid PVC pipe and accessories. Cat-lIl.

Switch socket and accessories shall be erected perfectly in line,level and plumb.



Work shall be carried out on best workmanship like manner.
Unit of measurement shall be per no. and shall be socket to not for electrical work.

1.06 Point wiring for individual plug with &earthwire of 1.5 sq.mm(green) both are of ISI
marked 1.1 KV grade FRLS PVC insulatedmultistandard copper wires, in following type of to
be erected consealed in / on surface of wall / ceilling complete with modular type switch and 5
pin plug erected on PVC / Metallic box covered with appropriate front plate modules erected on

fin wall / ceilling as per pipe erected with following type of accessories.
Switch socket and accessories shall be erected perfectly in line,level and plumb.
Work shall be carried out on best workmanship like manner.
Unit of measurement shall be per no. and shall be socket to not for electrical work.

1.07 Providing following type of Modular Type Accessies mounted with PVC/Metalic box,
Single mounted base frame covered with textured / metalic front plate, moues erected with

necessary connection. As desired by Engineer In charge. One No. SP 6 Amp. Cat. Il
Switch socket and accessories shall be erected perfectly in ling,level and plumb.
Work shall be carried out on best workmanship like manner.
Unit of measurement shall be per no. and shall be socket to not for electrical work.

1.08 Providing following type of Modular Type Accessies mounted with PVC/Metalic box,
Single mounted base frame covered with textured /metalic front plate, moues erected with

necessary connection. As desired by Engineer In charge.

One No. SP 5 pin plug Cat. llI

Work shall be carried out on best workmanship like manner.

Unit of measurement shall be per no. and shall be socket to not for electrical work.



1.09 Providing following type of Modular Type Accessories mounted with pvc / metallic box,
single mounting base frame covered with textured / metallic front plate, modules erected with

necessary connection. As desired by Engineer In charge.

16 Amp. SP one way switch Cat.lll
Switch socket and accessories shall be erected perfectly in line,level and plumb.
Work shall be carried out on best workmanship like manner.
Unit of measurement shall be per no. and shall be socket to not for electrical work.

1.10 Providing following type of Modular Type Accessories mounted with pvc / metallic box,
single mounting base frame covered with textured / metallic front plate modules erected with

necessary connection. As desired by Engineer In charge.

6/16 Amp. Universal Socket Cat.llI
Switch socket and accessories shall be erected perfectly in line,level and plumb.
Work shall be carried out on best workmanship like manner.
Unit of measurement shall be per no. and shall be socket to not for electrical work.

1.11  Providing following type of Modular Type Accessories mounted with pvc / metallic box,
single mounting base frame covered with textured / metallic front plate, modules erected with

necessary connection. As desired by Engineer In charge.

TV Co-axial socket outlet, Cat. Il
Switch socket and accessories shall be erected perfectly in line,level and plumb.
Work shall be carried out on best workmanship like manner.
Unit of measurement shall be per no. and shall be socket to not for electrical work.

1.12 Providing following type of Modular Type Accessories mounted with pvc / metallic box,
single mounting base frame covered with textured / metallic front plate, modules erected with

necessary connection. As desired by Engineer In charge.

For two gang, Cat.lll



Switch socket and accessories shall be erected perfectly in line,level and plumb.
Work shall be carried out on best workmanship like manner.
Unit of measurement shall be per no. and shall be socket to not for electrical work.

1.13 Providing following type of Modular Type Accessies mounted with PVC/Metalicbox,
Single mounted base frame covered with textured / metalic front plate, moues erected with
necessary connection. As desired by Engineer In charge. Modem Jack for Computer Open RJ-

45 Cat llI
Switch socket and accessories shall be erected perfectly in ling,level and plumb.
Work shall be carried out on best workmanship like manner.
Unit of measurement shall be per no. and shall be socket to not for electrical work.

1.14  Providing following type of Modular Type Accessories mounted with pvc / metallic box,
single mounting base frame covered with textured / metallic front plate, modules erected with

necessary connection. As desired by Engineer In charge. Fuse units 10Amp. or 16Amp., Cat.lll
Switch socket and accessories shall be erected perfectly in line,level and plumb.
Work shall be carried out on best workmanship like manner.
Unit of measurement shall be per no. and shall be socket to not for electrical work.

1.15 Providing following type of Modular Type Accessies mounted with PVC/Metalic box,
Single mounted base frame covered with textured / metalic front plate, moues erected with

necessary connection. As desired by Engineer In charge. Black Plate Single Cat
Switch socket and accessories shall be erected perfectly in ling,level and plumb.
Work shall be carried out on best workmanship like manner.
Unit of measurement shall be per no. and shall be socket to not for electrical work.

1.16 Providing following type of Modular TypeAccessies mounted with PVC/Metalic box,

Single mounted base frame covered with textured / metalic front plate, moues erected with



necessary connection. As desired by Engineer In charge. 6A/10A/16A/20A/25A/32A Single
pole Modular MCB SwitchCat

Switch socket and accessories shall be erected perfectly in line,level and plumb.
Work shall be carried out on best workmanship like manner.
Unit of measurement shall be per no. and shall be socket to not for electrical work.

1.17 Providing following type of Modular Type Accessies mounted with PVC/Metalic box,
Single mounted base frame covered with textured / metalic front plate, moues erected with
necessary connection. As desired by Engineer In charge.6A/10A/16A/20A/25A/32A Double pole
Modular MCB Switch Cat Il

Switch socket and accessories shall be erected perfectly in line,level and plumb.
Work shall be carried out on best workmanship like manner.
Unit of measurement shall be per no. and shall be socket to not for electrical work.

1.19 Mains with 1.1 KV grade FRLS PVC insulated ISI marked stranded Copper conductor
wire in following type of pipe to be erected concealed in /flushed on wall/ceiling, with 1.5 sq. mm
copper conductor FRLS PVC insulated stranded wire of green colour for earth continuity of

following size: With medium class rigid PVC pipe and accessories painted, 2 wire 2.5 sq. mm
Switch socket and accessories shall be erected perfectly in ling,level and plumb.
Work shall be carried out on best workmanship like manner.
Unit of measurement shall be per no. and shall be socket to not for electrical work.

1.20 Mains with 1.1 KV grade FRLS PVC insulated ISI marked stranded Copper conductor
wire in following type of pipe to be erected in / on wall / ceiling with 2.5 sq. mm copper
conductor FRLS PVC insulated stranded wire of green colour for earth continuity of following

size:- With medium class Rigid PVC pipe and accessories 2 wire 4 sq. mm.
Switch socket and accessories shall be erected perfectly in line,level and plumb.

Work shall be carried out on best workmanship like manner.



Unit of measurement shall be per no. and shall be socket to not for electrical work.

1.21  Supplying & erecting Delton or approved make Telephone Cable electrolytic copper
conductor PE insulation twisted in two pairs, & wrapped with FRLS PVC tape & sheathed with
FRLS PVC or HFFR outer Jacket suitable for telephone wiring & confirming to C-DOT erected in
existing pipe. of following size of conductors & nos.of pairs. With necessary connections:-

Conductor Size 0.5 mm ,Unarmoured Two Pairs
Switch socket and accessories shall be erected perfectly in line,level and plumb.
Work shall be carried out on best workmanship like manner.
Unit of measurement shall be per no. and shall be socket to not for electrical work.

1.22 Supplying and Erecting approved make LAN cable of following size in existing pipe as

per direction :- CAT - 6
Switch socket and accessories shall be erected perfectly in line,level and plumb.
Work shall be carried out on best workmanship like manner.
Unit of measurement shall be per no. and shall be socket to not for electrical work.

1.23 Supplying and Erecting approved make following size of TV Co-axial flexible cable
comprising inner conductor of solid are copper insulated with foam PE & Secondary Consuctor
made of poly-Alluminium film bonded Al. braids @ Suitable coverage overall sheathed with

black PVC Insulation of RG-6
Switch socket and accessories shall be erected perfectly in ling,level and plumb.
Work shall be carried out on best workmanship like manner.
Unit of measurement shall be per no. and shall be socket to not for electrical work.

1.24 Providing and erecting ISI mark Medium class RIGID PVC PIPES of following size
complete to be erected on/in Wall or ceilling erected with necessary PVC fitting & Junction
boxes Fixed with Adhesive solution & clamps with following dai of pipes , in approved manner

as directed.



This item is to be used for Telephone wiring,CCTV wiring , TV wiring etc.
Includesvcost of accessories like couplers,bends,elbows,junctions,etc.
Work shall be carried out in best workmanship like manner.

Unit of measurments shall be per mtr.

Installation shall be got approved by E.I.C

Pipe layout having shall be prepared & submitted to E.I.C.

1.25 Proving & erecting PVC Corrugated Flexible Conduit with required nos. of Coupling,

PVC bushes , Check-nuts etc. complete of following size.

This item shall be used as required for entry of wires into light fitting,fans,junction

boxes,etc.
Unit of measurments shall be per mtr.
Work shall be carried out on best workmanship like manner.

Unit of measurement shall be per no. and shall be socket to not for electrical work.

2.0 FITTINGS

2.01Supply & erecting approved make 1 * 36 / 40 watt sleek batton type flourescent fitting with
Tube complete with Electronic ballast assembly housed in engineering plastic covers with tube
, holdres, erected with necessary lead wire & hardware materials and adapter if required. Cat.
[l

These shall be used in various offices,Labs,Class rooms on wall or ceilling as directed E.I.C.
Installation shall be erected perfectly in line,level and plumb.
Work shall be carried out on best workmanship like manner.

Unit of measurement shall be per no. and shall be socket to not for electrical work.



These item shall be used in offices and cabins.

2.02 Supply & erecting approved make 1 * 36 / 40 watt sleek batton type flourescent fitting
with Tube complete with Electronic ballast assembly housed in engineering plastic covers with
tube , holdres, erected with necessary lead wire & hardware materials and adapter if required.
Cat. lll

These shall be used in various offices,Labs,Class rooms on wall or ceilling as directed E.I.C.
Installation shall be erected perfectly in line,level and plumb.
Work shall be carried out on best workmanship like manner.

Unit of measurement shall be per no. and shall be socket to not for electrical work.

These item shall be used in offices and cabins.

2.03 square / circular surface / Recessed mounted down light with provision for spring loaded

mounting clip complete .20-24watt surge 4kv , catt 2

These item shall be used in various places like Egallary / sales area / passage / store area
Installation shall be erected perfectly in line,level and plumb.

Work shall be carried out on best workmanship like manner.

Unit of measurement shall be per no. and shall be socket to not for electrical work.

These item shall be used in offices and cabins.

2.04 Supplying and erecting LED street light / flood light fitting with high power white LED
wattage 1 watt and above assembled on single MCPCB efficiency more than 130Im/w and

corrosion free high pressure die cast aluminum housing with smooth finish powder coated and



